
The OD50 Tube Amplifier is our pride 
and joy in terms of tone and dynamics. 
This is the most dynamic, singing amp 
we have ever tried or heard.

Two channel design - ranging from fat 
warm clean tones to singing overdrive, 
with a built-in switchable boost func-
tion.

This is not a high gain amp, but an am-
plifier for the guitar player who wants 
the best tonal machinery that will in-
teract with the dynamics supplied by 
the guitar player’s hands.

The switchable A/B Master Volume feature enables you to go instantly from rhythm level to solo level - without any additional 
units connected.

A nice detail is that the Bright switch dedicated to the OD channel is automatically disabled when Master B is selected. This 
gives you a smooth high-end-roll-off at solo levels.

OD50 Tube Amplifier specifications:

- 50 Watt
- all-tube design
- 4 x 12AX7A selected high grade preamp tubes
- 2 x 6L6 selected and matched power tubes
- all-tube serial effects loop

- custom designed transformers
- specially designed sealed chassis
- zinc-plated steel chassis for best protection against RFI and magnetic field sources
- RFI mains filter and voltage spike protection

- ceramic tube sockets
- gold plated, chassis mounted audio connectors
- chassis mounted potentiometers
- heavy duty power and stand-by DPDT switches

OD50 SD50
The SD50 Tube Amplifier is our latest 
addition to our line of all-tube ampli-
fiers. This is an amplifier for pure rock-
ers. No clean channel.

Two channel design - ranging from fast, 
percussive overdrive tones to high gain 
lead tones. This is not the typical LA-
sounding amplifier, but an amplifier 
with a pronounced midrange. 

Channel 1 range from almost clean to 
punchy, fast overdrive tones.
Channel 2 ranges from AC/DC type of 
sound to screaming high gain lead tones.  
 

Finally a high gain amplifier that will really respond to your playing.

The switchable A/B Master Volume feature enables you to instantly go from rhythm level to solo level - without any additional 
units connected.

SD50 Tube Amplifier specifications:

- 50 Watt
- all-tube design
- 5 x 12AX7A selected high grade preamp tubes
- 2 x EL34 selected and matched power tubes
- all-tube serial effects loop

- custom designed transformers
- specially designed sealed chassis
- zinc-plated steel chassis for best protection against RFI and magnetic field sources
- RFI mains filter and voltage spike protection

- ceramic tube sockets
- gold plated, chassis mounted audio connectors
- chassis mounted potentiometers
- heavy duty power and stand-by DPDT switches
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